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PRODUCT BUL_!LETIN GYPSUM VENEER BASE BULLETIN NO: B-{5C
GYPSUM FRODUCTS, U 5/8"x48"Wide TypeX DATE: /56 9dabertr+
- . - - .- For Venger Plaster PAGE: 1of3
A SRR CANCELS: — B-15C
. DATE; M
.. ASTM C588 /07
PRODUCING PLANTS:  Long Beach, Antioch, Seattle, Rosario, Jacksonville, & Delcrce |
et - : . Delanco &
Core Formula {Lbs/MSF} ~ Long Beach = Antioch Seattle " Rosaric . Jacksenvlile:

' 1STOMEIS  SHLIST sen—aTS  |STR-K2"  fsica =/ 75|
Board Stucco (5-1,5-2) 1850/2150 1850/2%455 185072150 185679458 ;
: D5 5 7.5 PE="2 PR TV
Glass Fiber (8G-1) 5065 L5065 %ﬁ-ﬁ«ﬁ bAB-685" 6865

VeRmicutittue (Rm-B-19) 7o-75  Fe~75 =75 7o-75 70-75 v
Paper Fiber (BG-]) 12-15 12-15 12-15 15-18 12-15
Starch (8G- l) ?-12.5 9-12.5 9-12.5 10-12.5 10-12.5
l pf’f?'l&a‘a'k" CJ/” ﬂ--__; o-3 -3 D"'_}, - A o-2 —
| . : o
Core Foaming Agent _ o . ‘ _
—Restr |e=T) - -- G833~ -~ eV
ALS (8G-1)  0.2-1.7 -~ - 0.2-1.7  0.241.7
AAS (BG-1) - 0.2-1.0 O.te 1D - -
Lignin None None ~ None None Néna
, . n-36 . - |
TEAd Trim 0 (BGS1) 0 TT25935 T 2825 .J_ "23-35 7 None T 7 25-35 .
, 0L -
Potassium Sulfate (BG-1) 0.5-3.0 Le6-2<4 0.5-3.0 0.5-3.0 0.5-3.0 t '
Retarder (BG-1) None %’ré; None 0-0.8 Nore :
} _ _ .
Hydrated Lime ~ (RM-P3) 0-0.5 0-0.5 0-0.5 0-1.2 0-0.5
La 7A

Paper Liners: Guorebwerd paper for 4' wide veneer base on both sides. Pepertinersshet-ireron
m@mmmmﬂ—m back of gypsomveneer,

bos T Tt rered 7—1‘-1'n., bl omaithro SEHRAL, asrollad

| Puper shal! be free from quick saturation points.

! OPERATING SPEC!F‘!CATIONS: Refer to Process Bulletin 8G-2 for general specificctions;

1. Corec Mix at the Mixer ~ Foliow test procedures specified in Bulletin T-5.

|
i 2. Slurry Setting Time, minutes 2to 4-3/4

. H /:_' - !;\\‘ . e ‘ I
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PRODUCT BULLETIN
GYPSUM FRODUCTS

GYPSUM VENEER BASE - {, BULLETIN NQ: B-15C
5/8" x 48" Wide Type X 4' ; 7
E: 20f3

. For Veneer Plaster :
S T CANCELS:, . B~13C

DATE: /5 %'7

OPERATiNG SPECIFICATIONS: (Cont'd.)

/4 SrM C5SY

3.
4,
5.

FRODUCT SPECIFICATIONS: Refer to Product Bulletin BG4 for gereral specifications)

Wet Siurry-Weighf (LEs/cu. ft.)

Wet Compressive Strength, psi | 285 - 450

’7073(,3-2"2’0 | .

Liner Absorption and Liner Spread Correction

Applyd 0.5 maximum percent solution of wetting agent (RM-B14) to the face of the veneer
base as required to meet the absorption and liner spread specifications on the veneer base.

thickress on opposite edges of the base shall check to within .010",

ALL PLANTS

370 yedam0 3500
' Z13e 2/25"
2090 2380-2530 tAverage 2440) -

Wet Weight {lbs/MSF)
Dry Weight {bs/MSF)

E‘vaporafion Loss (Ibs/MSF) 7 0 5C1150-1350

Thicknes: - Average {'nch) L605-.630 P
Thickness - Individual reading (inch) _ * .010 from average i
Lergth = 1/4" urder specified length. No over. ) o .

e T eyt e i

Edges cf H‘e vasaagr blUSE skall be Td— Gl el

i [ e
dpoa-speete—ee Tt The over-cl|

Profile - Variaticns in the s.:fcce of the face and back planes sha!l rot be gregrar than
0.010" in a 6" span meas.red across the width.

Erds of the vereer bese skall be ¢t straight and clear withoot brecking o demagirg the core
at the cut.

Surface ~ Face shell be smooth and free from scuffed areas, blisre<s, or locse poper ples.
Miror cockles rot over 0.050" or 1/16" deep are permissible on the back s.-face.

Core Quality - Voids shall be zmall and uniform In size. Core skall conraln no voids mere
than 1/8"n length by 1/4" i width,

|
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PRODUCT BULLETIN GYPSUM VENEER BASE _ BULLETIN NO: 8-1:C
GYPSUM PRODUCTS | 5/8"x48"Wide Type X DATE: J/J5/6 ~12/3t/6%
' . For Veneer Plaster PAGE: 3cf 3
R e CANCELS; BS15C
L DATE: /%, Lq 42
Asrm 599
PRODUCT SPECIFICATIONS: (Cont'd.) - ALLPLANTS
© Edge qudness at Toke-off : : 8.0 minimum /%max /3’4? I
End Peel after Sawirg (inch) : B VL maximum
Flexural Strergth ~ minimem
Across grain (pounds) 165
Parallel grain (pounds) : . 62
Deflection at Break, minimum~ _
Across grain (inch) : o 0.25
Parallei grain (inch) 0.15
. Modulus of Rupture - -
*Punch Test {pounds) g U0 9,00/4 1,5‘0/0 ;.1-450 ' v
Twist Test, moximum split : |
Face (inch) 3/4
Back {inch) _ 3/4 v

Hammer Loss Test, decigrams
Individual Test, maximum 5 o

Bond at High Humidity, maximum peel

Face (inch) 1/2

Back (inch} 1/2
Absorption Rate, Base Face, minutes - : 3-6
Absorption Rate, Paper Bound Edges, minutes 2-5
Liner Spread, Base Face (1/16 inch) 20-35

Bundling - Bundle two pieces face to face with 3/4" zip tape ard bundling tape desigrared
for 4 f1. wide Type X Base for Veneer Plaster. DO NOT USE UL lebel bundlirg
tape. ' '

Face Printing shall read -  5/8" Tybe X "KAISER VENEE% BAEEiE"
| PRiur o tve THpeRtD  EPEE
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